
8010PT
56kVAC/80kVDC

PRESSURE TESTER

T h e  8 0 1 0 P T  P r e s s u r e  Te s t e r  c a n  b e  u s e d  f o r  m a n y  d i f f e r e n t  a p p l i c a t i o n s  i n 

t h e  e l e c t r i c a l  t e s t  i n d u s t r y .  T h e  u n i t y  g e n e r a t e s  0 - 5 6 k VA C  a n d  0 - 8 0 k V D C  a t 

5 0 m A  c o n t i n o u s .    Tw o  a n a l o g  o r  d i g i t a l  m e t e r s  d i s p l a y  t h e  o u p u t  v o l t a g e 

a n d  l e a k a g e  c u r r e n t  p r e s e n t  w h e n  t e s t i n g  a n y  i n s t a l l a t i o n .    H i g h  v o l t a g e s  a r e 

g e n e r a t e d  u s i n g  a  s t e p u p  s o l i d  i n s u l a t i o n  t r a n s f o r m e r.  E n e r g y  s t o r e d  i n  t h e 

t e s t  o b j e c t  h a v e  t o  b e  d i s c h a r g e d  m a n u a l l y  u s i n g  a  s u i t a b l e  d i s c h a r g e  r o d .

M A I N  F E AT U R E S

D E S C R I P T I O N

• Ease of use

• Portable

• Robust Design

• Mains Powered 

• 56kVAC/80kVDC, 10mA Continous 

Output

• Split Unit Design

• IP67 Enclosure



S P E C I F I C AT I O N S

Output Voltage
56kV AC, 10mA Continuous
80kV DC, 10mA Continuous

Safety Features
Variac Zero Interlock

Power Source
230V Mains 

Transformer
Solid Insulation Vacuum Process

Dimensions
Control Unit
500 x 305 x 457 mm 15kg
HV Unit
500 x 305 x 457 mm 45kg

Enclosure
IP67 Pelican Style Enclosure

Meters
Current 0-20mA Analog or Digital
Voltage 0-80kV Analog or Digital

Test Environment
Temperature Indoor and outdoor: 10ºC to + 
45ºC.

Humidity: ≤ 85% 

Supply Voltage
230V 50Hz, 15A

Accessories
Mains lead 
Earth lead

Optional Accessories
DR306 Discharge Rod
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